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AmSpec St. Eustatius

As describe by client

GFarrell
Lab Supervisor

Olefins       (Corrected) ASTM D 1319 % Vol 11.4 18

Aromatics  (Corrected) ASTM D 1319 % Vol 25.6 35

OLEFINS + AROMATICS CALC % Vol 37.0 45

Hydrocarbon types by FIA

Gum Content, Washed ASTM D 381 mg/100ml 2 4

Oxidation Stability, Induction@100°C ASTM D 525 min 360+ 360

Phosphorus Content ASTM D 3231 mg/L <0.2

Managesse Content ASTM D 3831 mg/L Mn <0.25 NIL

Residue ASTM D 86 % Vol 1.1 2

Evaporated @ 70°C ASTM D 86

End Point ASTM D 86 °C 202.8 215

90 % Evaporated ASTM D 86 °C 162.5 180

50 % Evaporated ASTM D 86 °C 86.7 80 115

10 % Evaporated ASTM D 86 °C 53.0 40 70
IBP ASTM D 86 °C 36.6 30

Distillation ASTM D 86

Total Oxygen Content ASTM D 4815 % Wt. 2.4 2.7

TAME ASTM D 4815 % Wt. Not Detected

n-Butanol ASTM D 4815 % Wt. Not Detected

tert- Pentanol ASTM D 4815 % Wt. Not Detected

ETBE ASTM D 4815 % Wt. Not Detected

Isobutanol ASTM D 4815 % Wt. Not Detected

DIPE ASTM D 4815 % Wt. Not Detected

sec-Butanol ASTM D 4815 % Wt. Not Detected

MTBE ASTM D 4815 % Wt. 13.4

n-Propanol ASTM D 4815 % Wt. Not Detected

tert- Butanol ASTM D 4815 % Wt. Not Detected

Isopropanol ASTM D 4815 % Wt. Not Detected

Ethanol ASTM D 4815 % Wt. Not Detected

Methanol ASTM D 4815 % Wt. Not Detected 3

Oxygenates Content ASTM D 4815 % Wt. 13.4

Water by Karl Fischer ASTM D 4928 % Wt. 0.05

Report

Report

Benzene ASTM D 3606 % Vol 0.76 1.0

Anti-Knock Index (R + M)/2 ASTM D 4814 Rating 91.2

Motor Octane Number ASTM D 2700 Rating 85.9 85

Research Octane Number ASTM D 2699 Rating 96.5 95

Copper Corrosion @ 122°F ASTM D 130 Rating 1a 1

Mercaptan Sulfur ASTM D 3227 % Wt. <0.0003 0.002

Doctor Test ASTM D 4952 Negative NEGATIVE

Vapor Pressure, Calculated (DVPE) ASTM D 5191 p.s.i 8.44 8.7

Odor Marketable MARKETABLE

Appearance ASTM D 4176 Clear & Bright C & B

Sulfur Content ASTM D 2622 ppm 8 30.0

Density @ 15.5°C ASTM D 4052 Kg/m
3 742.6 720.0 775.0

API Gravity at 60°F ASTM D 4052 ° 59.2 Report Report

St. Eustatius

Date Tested 04 - May - 2025 Date Submitted 4-May-2025

Analysis Performed on  TUMLB_COMP Specifications

Test Method Units Results Min Max

Curoil Mogas

Report

Product Gasoline Client ATMI 

Lab Reference LST-251138 Client Reference № HV54543

Operation AFTER LOAD Terminal GTI Statia

Sample Description TUMLB_COMP Date Sampled 4-May-2025

Vessel UOG CONSTANTINE G AmSpec Reference № 220-25-00185

Vessel Tanks № 1,4W Location

Gasoline / Hand Blend/ RL / 24MAY21 / Rev 1.1


