
CLIENT SAMPLING DATE July 27th, 2024
TERMINAL TYPE OF SAMPLE Vessel Comp
PRODUCT PACKING 1 LT

DT OPS. No. SAMPLE SOURCE 3w,4p,6w vessel tank
DATE OF REPORT ISSUE INSPECTOR Yulises De Los Santos

CLIENT REF. # Type of Operation MT STI BOSPHORUS
DISCHARGE/ LOADING PORT VOYAGE N/A

ANALYSIS UNIT Min. Max. TEST METHOD RESULT REMARKS 

Density @15 - 820 845 ASTM D1298 843.9 In Specification

API Gravity @60⁰F API 32 -- ASTM D1298 36.1 In Specification

ASTM Color - -- 2.5 ASTM D1500 L 1.0 In Specification

Cetane Index - 46 -- ASTM D976 50.0 In Specification

Viscosity Kinematic at 40 C cSt 2 4.1 ASTM D445 2.675 In Specification

Cloud Point °C -- 6 ASTM D2500 -12.0 In Specification

Sulfur Content PPM -- 15 ASTM-D5453 8.0 In Specification
Copper Strip Corrosion (3 Hours 

@100⁰C)
- -- No.1. ASTM D130 No.1A In Specification

*Cetane Number CN 40 -- ASTM-D613 Not Tested In Specification

 Carbon Residue %Mass -- 0.3 ASTM-D189 <0.10 In Specification

Water & Sediments % Vol -- 0.02 ASTM-D2709 <0.05 In Specification

Ash % mass -- 0.01 ASTM D482 <0.025 In Specification

Acid Number mg KOH /g -- 0.5 ASTM D974 0.07 In Specification

Flash Point °C 60 -- ASTM D93 62.0 In Specification

IBP °C -- -- ASTM D86 173.0 In Specification

Distillation 10% °C -- -- ASTM D86 210.0 In Specification

Distillation 50% °C -- -- ASTM D86 271.0 In Specification

Distillation 90% °C 282 360 ASTM D86 335.0 In Specification

Distillation 95% °C -- -- ASTM D86 354.0 In Specification

FBP °C -- -- ASTM D86 361.0 In Specification

Residue % Vol -- 2 ASTM D86 0.5 In Specification

Loss % Vol -- 2 ASTM D86 0.5 In Specification

Lubricity* Micron -- 460 ASTM-D6079 Not Tested In Specification

TOTAL AROMATICS* M/M % -- 35 IP-391 Not Tested In Specification

PAH content* unit -- 8 EN129916 Not Tested

Electrical conductivity Ps/m 25 -- ASTM-D2624 86.0 In Specification

Electrical conductivity Temp °C -- -- ASTM-D2624 23.0 In Specification

Pour Point °C -- 35 ASTM-D5950 -18.0 In Specification

Silicon Content* mg/kg -- -- ASTM-D7111 Not Tested In Specification

Manganese* mg/gl -- -- EN16576 Not Tested In Specification

Chloride* mg/kg -- -- ASTM-D7359 Not Tested In Specification

Oxidantion Stability* g/m3 -- 25 ASTM-D2274 Not Tested In Specification
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