
2330 Helena Street, Kenner, LA 70062
Tel: (504) 575 3305  Fax: (504) 305 2612

ISO/IEC 17025:2017 Certificate No. L-23-905-3

Sample Source File No.: 003-24-00221

Movement Type:  Loading STI BOSPHORUS Sample ID: NL-24-8-26-4

Client: PBF  Energy Date Sampled: 8/24/2024

Location: PBF Chalmette Refinery Date Reported:   8/24/2024

Product: ULSD

 

TEST METHOD UNIT
MIN MAX

API Gravity D-4052 API @ 60°F 32.0

Density D-4052 Kg/m3@ 15 °C 820.0 845.0

Flash Point D-93A °C 60

Distillation D-86 IBP, °F report

10% recovered report

50% recovered 550

90% recovered 540 640

End Point, °F

Recovered, vol.%

Residue, vol.% 2.0

Loss, vol.% 2.0

Color ASTM D-6045 Reference 2.5

Color Visual D-4176 Clear&Bright Clear&Bright 

Ash D-482 m % 0.01

Viscosity D-445 CST @ 104 F 2.0 4.1

Pour Point D-97  °C 0

Cloud Point D-2500  °C  report

Copper Corrosion, 3 hrs @122°F D-130 Rating 3

Sulfur  D-2622 PPM 15

Cetane index D-976 46

Cetane Number D-613 46

Carbon Residue on 10% bottoms D-4530 m% 0.30

BS&W D-2709 m% 0.02

Silicon D-7111 PPM Report

Manganese EN 16576 Mg/L Report

Aromaticity D-1913 volume% 35

Oxidation stability D-2274 g/m3 25

Total Chlorides D-7359 Report 

TAN D-664 mg KOH/g 0.50

Particulate contamination EN 12662 mg/kg 24

PAH Polyaromatic content EN 12916 %m 8

Electrical Conductivity@21°C D-2624 Ps/M 25

Lubricity, Wear Scar Diameter@60°C D-6079 um 460

 

<0.001

661

97.4

1.4

1.1

1.5

38.9

64

394

484

608

338

830.1

RESULT

Client Reference: MR5019 -PFB24(TP)0040
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CERTIFICATE OF ANALYSIS

Tank 408

PPM

RESULTS ARE VALID "AS AT" DATE AND LOCATION LISTED

A.Hassanin
NMK Respresentative
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