
Certificate of Analysis
Vessel / Object: PIS POLARIS (9426295)
Location: Texas City, TX / Marathon Galveston Bay Refinery (United States)
Job Type: Load
Product Grade: Export Diesel

Job No: 150-24-01949
Date Sampled: 24/09/24
Date Tested: 24/09/24
Version: 1 / 24 Sep 2024 23:13

Client Reference: Marathon Petroleum Company LP / DGBR-0924-13
Client Reference: Musket Corporation / MR5036 - MAR24(TP)0229

Sample Sample ID, Type & Description
150-24-01949-039 ST 55 UML Composite Conditioning

Method Test Min Max Result Units Remarks

ASTM D86 Distillation Recovered
IBP 166.3 °C
10% 190.6 °C
50% 248.9 °C
90% 282 338 315.3 °C
95% 332.3 °C
FBP 366 345.7 °C

ASTM D2709 Water and Sediment 0.05 < 0.01 %vol

ASTM D1319 Aromatics 28.5 23.1 %vol

EN 14078 FAME Content N.D. % v/v

ASTM D482-19 Ash Content 0.010 < 0.010 mass%

ASTM D1500 ASTM Color 2 1.0

ASTM D613 Ignition Quality Cetane Number 48.0 49.4

ASTM D4737 Cetane Index 50.4

ASTM D4530* Carbon Residue on 10% Distillation residue 0.20 < 0.1 %mass

ASTM D4052 Gravity by Digital Density Meter
API Gravity @60°F 39.5 °
Density @15°C 827.2 kg/m³

ASTM D4176A proc. 1 Appearance Distillate Fuels
Particulates Pass
Free Water Pass

ASTM D4176 proc. 2 Haze Rating 2 1

ASTM D130 Copper Strip Corrosion Rating @50°C/122°F for 3
Hours

2 1A

ASTM D93A Flash Point 60.0 64.0 °C

ASTM D97 Pour Point 3 -21 °C

ASTM D6371 CFPP -18 °C

ASTM D2500 Cloud Point -17 °C

ASTM D6079 Lubricity of Diesel Fuels by HFRR
Lubricity Minor Axis 650 μm
Lubricity Major Axis 660 μm
Lubricity Average Wear Scar Diameter 650 μm

ASTM D6468 Percent Reflectance 90 90 %

ASTM D2622-24 Total Sulfur Content 10 6.1 ppmw

ASTM D7451 Water Separation Properties
Fuel Clarity Rating 2 1
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ASTM D6591* Polycyclic Aromatic Hydrocarbons 8 4.5 %wt

ASTM D2274 Oxidation Stability Total Insolubles 25 < 1 g/m³
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ASTM D7451 Water Separation Properties
Degree of Separation Rating 2 1
Interface Condition Rating 1B 1

ASTM D445 Kinematic Viscosity @104°F/40°C 1.9 3.2 2.169 mm²/s
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