ntertek

AmSpec Services, LLC
lan Lelto

14682 Airline Highway
Destrehan, LA 70047
United States of America

Preliminary Report of Analysis

Our Reference Number: NA100-0008320
Lab Reference Number: 2025-CURA-000069

Customer Reference Number: Analysis Only

Drawn By: Client

Customer Product Description: MGO and ULSD
Location: Curacao, Curacao, , Netherlands Antilles

Sample Representing: Shore Tank 08 Average After Discharge

Sample ID: 2025-CURA-000069-006

Date Sampled: 24-May-2025
Date Submitted: 24-May-2025
Date Tested: 24-May-2025

Method Property
ASTM D445 Kinematic Viscosity at 40 °C
ASTM D4052 APl Gfavity @ 60°F
Density @ 15°C
Specific Gravity @ 60°F
ASTM D976 Cetane Index
ASTM D5453 Sulfur Content
ASTM D93 Flash Point
ASTM D4176 MOD Appearance
ASTM D86 Initial Boiling Point
10% Recovery
50% Recovery
90% Recovery
Final Bolling Point
Residue
Loss
ASTM D1500 ASTM Color
ASTM D95 Water Content

Result
3.0
39.3
828.2
0.8286
56.5
6.7
67.0
Clear & Bright
174.0
218.0
276.0
332.0
361.0
1.0
0.5
05
<0.01

Units
mm?s
*API
kg/m®

ppm Wit
'C

C
'C

°C

C
% Vol
% Vol

Vol %

Min Max
20 4.1
32.0
820 845
46.0
15
60.0
Clear and Bright
2880
282.0 338.0
2.0
20
<=25

Pass
Pass

Pass
Pass
Pass
Pass

‘Pass

Pass

Pass
Pass

Materlal conforms to the Curoll ULSD requirements an above relevant polnt(s) of testing.
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intertek Preliminary Report of Analysis

QOur Reference Number: NA100-0008320
Lab Reference Number: 2025-CURA-000069
Customer Reference Number: Analysis Only

AmSpec Services, LLC
fan Leito

14682 Airline Highway
Destrehan, LA 70047
United States of America

Sample ID: 2025-CURA-000069-005
Date Sampled: 24-May-2025
Date Submitted: 24-May-2025
Date Tested: 24-May-2025

Customer Product Description: MGO and ULSD
Locatlon: Curacao, Curacao, , Netherlands Antilles

Sample Representing: Shore Tank 06 Average After Discharge
Drawn By: Client

Method Property Result Units Min Max PIF
ASTM D445 Kinematic Viscosity at 40 °C 2.811 mmi/s 2.0 4.1 Pass
ASTM D4052 AP Gravity @ 60°F 39.4 “AP 320 Pass

Density @ 15°C ' 827.7 kg/m® 820 845 Pass
Specific Gravity @ 60°F 0.8281
ASTM D976 Cetane Index 55.9 46.0 Pass
ASTM D5453 Sulfur Content 74 ppm Wt 15 Pass
ASTM D93 Flash Point 67.0 °C 60.0 Pass
ASTM D4176 MOD Appearance Clear & Bﬁght Clear and Bright Pass
ASTM DB6 Initial Boiling Point 175.0 °C
10% Recovery 209.0 °C
50% Recovery 272.0 °C 2880 Pass
90% Recovery 332.0 eC 282.0 3380 Pass
Final Boiling Point 358.0 °C
Residue 1.0 % Vol 20 Pass
Loss 0.5 % Vol 2.0 Pass
ASTM D1500 ASTM Color 0.5 <=25 Pass
ASTM D95 Water Content <0.01 Vol %
Matarlal conforms to the Curoll ULSD requ! ts on above rel point(s) of testing.
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