
Certificate of Analysis
Vessel / Object: DESERT OAK (9445667)
Location: Beaumont, TX / Enterprise BMT Marine East (United States)
Job Type: Load
Product Grade: ULSHO

Job No: 160-25-03353
Date Sampled: 07/02/25
Date Tested: 07/03/25
Version: 1 / 04 Jul 2025 06:26

Client Reference: Trafigura Trading LLC / 667600

Sample Sample ID, Type & Description
160-25-03353-023 Desert Oak Volumetric Composite After Load

Method Test Min Max Result Units

ASTM D93A Flash Point 60 62.0 °C

ASTM D2709 Water and Sediment 0.02 < 0.01 %vol

ASTM D445 Kinematic Viscosity @104°F/40°C
Procedure Used Automatic
Kinematic Viscosity @104°F/40°C 2.0 4.1 2.800 cSt

ASTM D482 Ash Content
Ash Content 0.01 < 0.010 mass%
Test Specimen Mass 100.01 g

ASTM D5453* Total Sulfur Content 15 6.1 ppmw

ASTM D130 Copper Strip Corrosion Rating @50°C/122°F for 3
Hours

3 1A

ASTM D613 Cetane Number of Diesel Fuel Oil
T Batch Designation 35
U Batch Designation 35
Ignition Quality Cetane Number 46 50.9

ASTM D976 Calculated Cetane Index 46 51.9

ASTM D1319 Aromatics 35 22.2 %vol

NF EN 12916 Polycyclic Aromatic Hydrocarbons 8 2.0 %m/m

ASTM D1500 ASTM Color 2.5 0.5

ASTM D524 Ramsbottom Carbon Residue on 10% Distillation
Residue

0.30 < 0.01 %wt

ASTM D4052 Gravity by Digital Density Meter
API Gravity @60°F 36 41 36.9 °
Density @15°C 820 845 839.7 kg/m³

ASTM D4176A proc. 1 Appearance C&B C&B

EN 12662* Total Contamination 24 < 0.1 mg/kg

ASTM D86 Distillation Recovered
Procedure Used Automatic
IBP 172.9 °C
10% 207.4 °C
50% 288 273.7 °C
90% 282 338 334.9 °C
95% 351.6 °C
FBP 357.0 °C
Recovery 97.1 %vol
Residue 2 1.4 %vol
Loss 2 1.5 %vol
Barometric Pressure 760 mm Hg

ASTM D2500 Cloud Point -12 °C

ASTM D7111 Silicon Content < 0.17 mg/kg
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Sample Sample ID, Type & Description
160-25-03353-023 Desert Oak Volumetric Composite After Load

Method Test Min Max Result Units

EN 16576* Manganese Content < 0.2 mg/L

ASTM D7359* Chloride < 1.00 mg/kg

ASTM D97 Pour Point 0 -18 °C

ASTM D6079 Lubricity of Diesel Fuels by HFRR
Test Specimen Batch Number 23032/V1206/05
Lubricity Minor Axis 310 μm
Lubricity Major Axis 380 μm
Lubricity Average Wear Scar Diameter 460 340 μm

ASTM D2624 Electrical Conductivity 25 335 pS/m

ASTM D664A - 18e2 Total Acid Number 0.5 < 0.10 mg KOH/g

ASTM D2274 Oxidation Stability Total Insolubles 25 3 g/m³

Notes: RESULTS ARE VALID "AS AT" DATE AND LOCATION LISTED
*Method Modification: Result is reported outside (lower/higher) the scope of the method
D2500,D97 subcontracted to alternative AmSpec laboratory facility
D7359,EN16576,D711subcontracted to approved external service provider

__________________________________
Delsey Tremblay
Laboratory Supervisor
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__________________________________
Delsey Tremblay
Laboratory Supervisor
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Delsey Tremblay


	

