Vessel / Object:
Location:
Job Type:
Product Grade:

Sample
120-25-14181-121

Method
ASTM D4052

ASTM D4176A proc. 1
ASTM D1319

ASTM D189

ASTM D976

ASTM D613

ASTM D2500

ASTM D1500

ASTM D130

ASTM D86

ASTM D93A
ASTM D445
ASTM D6079

ASTM D2624

ASTM D97
ASTM D5453-19a
ASTM D2709
ASTM D95

NF EN 12916
ASTM D7111*
EN 16576*

Certificate of Analysis

SEAWAYS LILY

\

Pasadena, TX / Kinder Morgan Liquids Terminals LLC (United States)

Load
Distillate / ULSD

Sample ID, Type & Description

SEAWAYS LILY Composite After Load

Test Min

Gravity by Digital Density Meter
API Gravity @60°F
Density @15°C

Appearance

Aromatics

Conradson Carbon Residue

Calculated Cetane Index 45
Ignition Quality Cetane Number 45
Cloud Point
ASTM Color

Copper Strip Corrosion Rating @50°C/122°F for 3
Hours
Distillation Recovered
IBP
10%
50%
90% 282
FBP
Recovery
Residue
Loss
Flash Point
Kinematic Viscosity @104°F/40°C 1.9
Lubricity of Diesel Fuels by HFRR
Lubricity Minor Axis
Lubricity Major Axis
Lubricity Average Wear Scar Diameter
Electrical Conductivity of Aviation and Distillate Fu-
els
Electrical Conductivity 25
Temperature of Sample
Pour Point
Total Sulfur Content
Water and Sediment
Water % (V/V)
Polycyclic Aromatic Hydrocarbons
Silicon Content

Manganese Content

AmSpec LLC - 3800 Highway 225 - Pasadena - TX - 77503 - EPA ID# 1284 (AZ BMF #25467)

Max

1.5

288
338

2.0
2.0

41

520

15
0.02
0.02

Result

36.8
840.2

C&B
25.5
<0.01
48.5
49.0
-10
L1.5
1A

163.1
203.7
258.9
329.4
356.6
97.9
1.4
0.7

64.5
2.487

390
450
420

170
25
-15
5.9
<0.01

2.8
<0.17
<0.2

Date Sampled:

Page 1 of 2
4220450

120-25-14181
10/02/25

10/03/25

1/04 Oct 2025 10:00

Units Remarks

Y%vol

Yowt

°C

°C
°C
°C
°C
°C
%vol
%vol
%vol
°C
cSt

um
um
um

pS/m
°C

°C
ppmw
Y%vol
% viv
%m/m
mg/kg
mg/kg

This document is issued by the Company subject to the Terms and Conditions at https://www.amspecgroup.com/terms-conditions. Any holder of this document is advised that informa-
tion contained herein reflects the Company’s findings at the time and place of its intervention only and within the scope of the Client’s instructions. The Company’s sole responsibility is
to its Client and the Company disclaims any liability to third parties. Any alteration, forgery or falsification of the content or appearance of this document is unlawful.
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Certificate of Analysis

Vessel / Object: SEAWAYS LILY

Location: Pasadena, TX / Kinder Morgan Liquids Terminals LLC (United States)
Job Type: Load

Product Grade: Distillate / ULSD

Sample

120-25-14181-121

Method Test
ASTM D7359* Chloride
ASTM D2274 Oxidation Stability Total Insolubles
ASTM D664A Total Acid Number
EN 12662* Total Contamination
B

Bailey Salinas
Dist. Lab Supervisor | HTC

Sample ID, Type & Description
SEAWAYS LILY Composite After Load

Min

Max

25
0.50
24

Result
<1.00
3
<0.50
2.7

Page 2 of 2

4220450

Job No: 120-25-14181
Date Sampled: 10/02/25
Date Tested: 10/03/25
Version: 1/04 Oct 2025 10:00

Units Remarks

ppmw

g/m?

mg KOH/g

mg/kg
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tion contained herein reflects the Company’s findings at the time and place of its intervention only and within the scope of the Client’s instructions. The Company’s sole responsibility is
to its Client and the Company disclaims any liability to third parties. Any alteration, forgery or falsification of the content or appearance of this document is unlawful.



	

