Vessel / Object:
Location:
Job Type:
Product Grade:

Client Reference:

Sample
190-26-00480-065

Method
ASTM D93A
ASTM D2709
ASTM D95
ASTM D473
ASTM D86

EN 12662*
ASTM D445
ASTM D482

ASTM D5453
ASTM D130

ASTM D613

ASTM D976
ASTM D1319
EN 12916 Proc. A

AN 05

Certificate of Analysis

NORD MAVERICK (9877559)

Baton Rouge, LA / ExxonMobil Refining & Supply Co. (United States)

Load
Distillate / EN 590

Antilles Trading Company SEZC / Nord Maverick V1

Test
Flash Point
Water and Sediment
Water % (V/V)
Sediment by Extraction
Distillation

IBP
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95%

FBP

Recovery

Residue

Loss
Total Contamination
Kinematic Viscosity @104°F/40°C
Ash Content

Ash Content

Test Specimen Mass
Total Sulfur Content
Copper Strip Corrosion

Copper Strip Corrosion Rating @50°C/122°F for 3

Hours
Copper Strip Corrosion Rating @100°C/212°F for
2 Hours
Cetane Number of Diesel Fuel Oil
Ignition Quality Cetane Number
Reference Fuel Used
T Batch Designation
U Batch Designation
Calculated Cetane Index
Aromatics

Polycyclic Aromatic Hydrocarbons

Job No:

Date Sampled:
Date Tested:
Version:

Sample ID, Type & Description

Nord Maverick Volumetric Composite After Load

Min Max

60
0.02
0.02
0.01
288

282 338
360
24

2 4.1
0.1
10
1
1

46

47
35
8

Result
66.0
<0.01
<0.05
<0.01

169.9
196.3
206.6
224 .4
239.0
252.9
265.5
278.7
292.7
308.5
329.3
346.1
358.7
98.3
1.4
0.3
1.2

2.649

<0.010
100.17

7.8

1A

1A

55.7
53.1/58.5
34

34

49.0

32.4

3.7
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Vessel / Object:
Location:
Job Type:
Product Grade:

Client Reference:

Sample
190-26-00480-065

Method
ASTM D97
ASTM D2500
ASTM D7111
EN 16576*
ASTM D7359*
ASTM D524
ASTM D189
ASTM D6079

ASTM D2624
ASTM D4052

ASTM D1500
ASTM D4868
ASTM D664A***
ASTM D2274

IP 570
Visual/Olfactory
Visual

ASTM D7371
ASTM D4176 proc 1

AN 05

Certificate of Analysis

NORD MAVERICK (9877559)

Baton Rouge, LA / ExxonMobil Refining & Supply Co. (United States)
Load

Distillate / EN 590

Antilles Trading Company SEZC / Nord Maverick V1

Job No:

Date Sampled:
Date Tested:
Version:

Sample ID, Type & Description
Nord Maverick Volumetric Composite After Load

Test Min Max
Pour Point -6
Cloud Point 10

Silicon Content

Manganese Content

Total Chloride

Ramsbottom Carbon Residue 0.1
Conradson Carbon Residue 0.05

Lubricity of Diesel Fuels by HFRR
Lubricity Major Axis
Wear Scar Appearance
Lubricity Minor Axis

Lubricity Average Wear Scar Diameter 460
Electrical Conductivity 50 500
Gravity by Digital Density Meter

AP Gravity @60°F 36 39

Density @15°C 829 845
ASTM Color 2
Lower Heating Value @60°F 127,000
Total Acid Number 0.15
Oxidation Stability Total Insolubles 25
Hydrogen Sulfide 2
Odor Marketable
Color Undyed
Biodiesel (FAME) Content (in Diesel) 0
Appearance

Appearance Clear, Bright,

and Free from
Solid Matter

Test Temperature

Notes: “Method Modification: Result is reported outside (lower/higher) the scope of the method
***Method Modification: Result reported differently than outlined in the method

Kadin Vicknair

Laboratory Technician

Result
-18

-8
<0.17
<0.2
<1.0
<01
<0.01

490
Normal
410
450

357

36.2
843.3

L1.5
129,406
<0.100

<1

<0.40
Marketable
Undyed
N.D.

Clear, Bright, and Free

25
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